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REVISED January 15, 2016 
December 17, 2015 
 
California Montessori Project 
5330-A Gibbons Drive, Suite 700 
Carmichael, CA 95608 
 
Re: (4) 30x32 DSA Relocatable Classroom(s) – for CMP-EG@BR 
      
Attn: Gary Bowman 
        Executive Director 
 
American Modular Systems is pleased to provide our proposal for the classrooms for the California Montessori 
Project.  Our pricing is based upon the information provided to us and a copy is attached to this proposal for 
reference.  
 
California Montessori Project is utilizing the provisions of the Biggs Unified School District High Performance 
Facilities Contract and the scope of work as listed below and in the Inclusions and Exclusions as outlined.  The 
omission of any item(s) not listed in the assumed scope shall not be construed to be included in this pricing. 
 
Base Buildings: Newly Manufactured DSA approved modular classroom, steel rigid frame construction, Type V 
non-rated construction, 20 lb roof load, 50 lb Floorload 85 mph wind load,  Built to 2013 CBC,  FOB  Sacramento, 
CA.  Projects are broken down by site below: 
 
  
Bradshaw Elementary – 4 classrooms – set on AB pad 
 
 4 each; 30x32 DSA Relocatable Classroom@  $  66,040 ea   $ 264,160     accept________ 
 4 each; Deduct Handicap Ramps  <$ 1,900>  ea    <$     7,600> accept________ 
 4 each; Freight and Installation  $  6,000    ea   $  24,000    accept________ 
   Subtotal   $70.140  $280,560 
 
 Option 
 4LF ADA sink cabinet w/bubbler x4  $3,470 ea $  13,880   accept___decline____ 
 Auger /Pinning into Asphalt Pad x4  $1,240 ea     $   4,960    accept___decline____         
    Add for counterflashing at front x4  $   740 ea. $   2,960    accept___decline___ 
 Add for Concrete foundation at grade $21,360 ea  $ 85,440     accept___decline___ 

    
 Includes excavation for footings, vents and grates, 
 Removal of spoils by others      
   
Terms 
 
Monthly progress payment net 20 days. Quote good for 60 days. 
 
Schedule 
 
Buildings will be newly constructed, and are available via AMS 2013 PC design. No Stockpile is available for this 
sized building.  If sprinklers are required, an over-the-counter approval is not available.  Delivery 90 days after 
DSA approval, subject to site availability and manufacturing schedule. 
 
Attachments/Exhibits: 
 
- Biggs Cooperative Purchasing Contract  
- Inclusion / Exclusion list attached 
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Thank you for the opportunity to provide our proposal.  If accepted, please check next to each of the options 
accepted (or declined) above, and sign below accepting the standard terms and conditions of our Cooperative 
Purchasing Contract, Responsibility Matrix, and per the descriptions, and pricing listed above. 
 
 
Accepted By:  
 
California Montessori Project   American Modular Systems, Inc. 
 
_________________________________  ____________________________________ 
Signature     Signature 
 
______________________________  ____________________________________ 
Printed Name     Printed Name 
 
________________________________  ____________________________________ 
Title      Title 
 
________________________________  ____________________________________ 
Date      Date 
 
 
PO#___________________________ 
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California Montessori Project 
EG@BR 

 
 
Inclusions:  - Our quotation includes delivery and installation, to Sacramento CA  
  
- 2013 CBC 
- Standard delivery/Set-up 
- Standard wood foundation  
- Wood subfloor 
- 12 lf steel handicap ramp for each building (unless deduct is selected) 
- Duratemp T-1-11 type wood siding 
- AMS Standard Dunn Edwards paint, District choice of color 
- (2) 6.0 x 4.0 tempered, dual glazed, bronze anodized non-operable aluminum framed windows 
- 22 ga galv. standing seam metal roof, standard ¼:12 single slope to rear 
- 5 ft. front overhangs, 2 ft. rear overhangs 
- (1) 18 ga exterior hollow metal door 
- Standard floor covering, 26oz. Patcraft carpet, rubber wall base 
- Standard vinyl tack board interior wall covering over ½” gypboard 
- (2) 8’x4’ white markerboards 
- 8’ 6” suspended T-bar ceilings with 2x4 ceiling tiles 
- R-19 roof insulation, R-13 walls 
- LED Interior lighting with occupancy sensors 
- Single phase 100 amp interior wall electrical panel stubbed to outside 
- (1) Standard exterior light at each door 
- Wall mounted fire extinguisher 
- Standard Schlage door hardware 
- Wall mount electric HVAC system, single phase, (1) 3-½ ton unit 
- Standard ducted supply registers 
- Programmable T-Stats 
- Engineering & Design 
- Project/contract supervision 
- Sales tax 
 
 
 
 
 
Buildings will be manufactured to current code, via AMS current PC design.  Includes LED Lights, upgraded 
Title 24, seismic and structural changes for new code, etc. 
 
If Option for Concrete Foundation is accepted, pad preparation is by others, backfill and walkways are by 
others.  See exclusion list attached for coordination items.  Included is excavation for footings, concrete 
foundation, ventwells and grates.  Per AMS Standard design.  AMS to provide plans for DSA submittal. 
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Exclusions: 
 
- DSA approval, DSA plan fees, DSA inspection fees, DSA inplant/site inspection fees 
- Architect fees 
- Airport proximity STC compliance 
- Extreme climate zone HVAC coordination 
- Solar option design approval 
- Sidewalks, flatwork, curbs, mow strips 
- Utilities/connections, RWL connections to underground 
- Site preparation/site improvements/plans showing grades, benchmarks, setbacks, finish floor heights, etc. 
- Adequate vehicle/trades access to building pad 
- Soils testing 
- Special handling due to inaccessible site conditions 
- Fire alarm system 
- Ramp transitions to grade 
- Fire sprinklers/risers, unless option is selected, risers by others 
- EMS systems, EMCS systems pathways and/or coordination 
- Load monitoring provisions 
- Low voltage systems, motion detectors, intrusion systems, IDF cabinets, wires, devices or pathways, pull strings 
- Signage 
- Exterior lighting back-up battery 
- Projection screens, projectors, TV/monitor brackets 
- Union labor 
- Concrete foundations, vent/access wells, drywells 
- Exterior/interior drinking fountain 
- Crane charges if necessary 
- Full time supervision 
- Temporary power/water/phone, job trailer, fencing, dust control, site security, portable toilets, dumpster, storage bin, SWPPP 
- Surveying 
- Appliances/furniture 
- Window coverings, security screens 
- Master keying 
- Rated walls 
 
 
 
 
 
 
 
District must provide a truck accessible level/compacted pad. The pad shall be a maximum of 6” from grade level measured diagonally 
along long axis. All sites exceeding 6” shall be charged on a site-by-site basis. 
 
 
Concrete Foundation Exclusions – foundation flashing, site demolition, foundation pad excavation, import/export soils, surveying, site 
improvements, underground hazards, crawl space drainage, dry wells, slurry seal, backfilling/compaction, unforeseen conditions 
 
Note: AMS does not have the following included in our scope as listed above per the new requirements in 2013 CBC, exterior lighting 
back-up battery,load monitoring provisions, EMCS systems pathways and/or coordination, airport proximity STC compliance, extreme 
climate zone HVAC coordination and solar option design/approval. AMS provides non-operable windows as standard for all projects unless 
otherwise coordinated. 
           
The omission of any item(s) not listed in the assumed scope and/or exclusions shall not be construed to be included in this pricing         
All projects per AMS standard PC guidelines, manufacturing methods, finishes and fixtures. 
 
 
 
 


